The ABCIS of PMC

Original PMC

~ ‘ ~X ‘ A Approx. 74% pne silver, 26% water & binder.
o 1 A Shrinks 28%
Fires @ 1650EF (900E C) for 2 hours.

Advantages Disadvantages
1. This version has the best working properties. 1. Slightly porous so strength is reduced.
2. It carves & engraves beautifully. 2. Shrinks 28%
3. Shrinkage enhances details.
4. Slightly porous, so objects are lighter.
5. Most economical of all types of PMC. Available as
6. Very tough when dry, so itis easy to handle and A Clay
transport.
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You can use Original PMC and PMC+/PMC3 in
the same mold to

achieve different sized articles. This can be
useful for making a

pendant and matching earrings, for example.
8. You can use a base layer of original PMC, and
adhere a top layer

of PMC+/PMC3. When pred the base layer will
shrink more, giving a

dome to the top layer.

A Approx. 90% pne silver, 10% water & binder.
A Shrinks about 12%
A Fires @ 1650E F (900E C) for 2 hrs.

@ 1650E F (900E C) for 10 min.

@ 1560E F (850E C) for 20 min.

@ 1470E F (800E C) for 30 min.

Advantages Disadvantages
1. Lower shrinkage. 1. Slightly more expensive than Original PMC.
2. 1470E F pring temperature allows inclusion of 2. Working time is shorterfitends to dry out
glass piecesfiglass will melt, yow, and fuse to faster.
the metal. 3. Tends to adhere to your hands.

3. Less binder & more uniformly shaped particles
result in a denser, therefore, stronger, object

4. The Sheet allows folding, draping, weaving, and Available as
5. Short pring times are great for immediate i Paste

gratipcation and practical for workshops. A Syringe

A Sheet






